Chapter 7
STATE VARIABLE CONTROL SYNTHESIS

This chapter solves the problem to synthesize the control system, that satisfies given
specifications, in the state space domain. The extended systems representing the prob-
lem complete in this chapter the schemas of chapter 5, covering a full envelop of speci-
fications. The approach is introduced using the prototypes of a few significant use cases.
The first prototype approaches the basic requirement of the loop sensitivity function. It
considers the output disturbance rejection. The second problem add to the first one con-
straints on the control activity. The third prototype integrates uncertainty specifications
to requirements, approaching a problem of robust performances. The last example, fi-
nally, introduces along with the loop also reference-output specifications in a two degree
of freedom design.

The design of the control is divided in its two fundamental components: state observer
and state feedback. This decomposition introduces naturally an abstract model, repre-
sentative of the system, its uncertainties and its requirements: the black box model dis-
cussed at the beginning of the book.

We already know that the structure observer-feedback generates with simplicity the class
of all controllers guaranteeing internal stability of the loop (figure 4.21), we will show
here that the same structure, with a few modifications, will also be able to guarantee a
bound on the H ,, norm of the extended system in closed loop. And this characteristics,

on turn, allow to satisfy the desired specifications of the control problem. The process
of design is translated in the solution of two linked problems of state feedback: one for
the observer and one for the control. Both problems are approached by operating on the
gramians of the closed loop with the aim to make the state space of the closed loop sys-
tem as more unobservable as possible from the objective estimation errors, and uncon-
trollable from the external disturbances.

Results of this chapter refer to the books [1] and [2]. For an elemental treatise see also

3.
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7.1 A review of basic closed loop requirements

7.1.1 Reducing sensitivity to output disturbances

Classical specifications require to reduce sensitivity on the controlled output of output
disturbances. A description of the dynamics of disturbances, the assignment of a
weighting function on the objectives or both define the specifications
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Fig. 7.1 Specification on disturbance sensitivity

7.1.2 Control activity and measure noise

Previous model doesn’t take into account control activity as well as noise on the output
measures. The two aspects are inextricably linked each other. The control activity that
concerns the designer has normally two origins: transients in response to reference
tracking or measurement noises. Both causes affect control in the high frequency range.
We have not considered here effects to process disturbances, as these cover a lower
frequency spectra and usually doesn’t create situations of excessive control activity.

As we want to guarantee that the control has not excessive amplitude in all frequency
range, in particular high frequency, it is necessary that the weight of the control, as an
objective is a proper dynamical operator or a pure gain. Dually, as measure noises are
characterized by high frequency components, it is necessary that the filter describing its
dynamics is proper or a pure gain. We extend previous example adding control activity
specifications.
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Fig. 7.2 Requirements on control activity

7.1.3 Multiplicative plant uncertainty

Let further extend the last model adding to performance uncertainty specifications. This
example consider multiplicative uncertainty, but according to the needs any other of the
schemes introduced in section 5.1.3 can be adopted.
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Fig. 7.3 Uncertainty in multiplicative form
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7.1.4 A two degree of freedom design

We add to loop specifications of figure 7.3 also reference-output requirements. We
assume, along with process outputs, to have independent measures of the reference.
Gegetes is the desired closed loop function and represents the reference model we want to

match with the closed the loop.

Farfornancs and uncsrtainty
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Fig. 7.4 Requirements on reference tracking

The resulting controller will be composed of two parts: a feed-forward block G, from
the reference to the control and a feedback block Gy from the system output to the

control in a two degree configuration, as shown in figure 4.8 of chapter 4.

7.2 The extended system

From previous considerations the most general state variable representation of an ex-
tended system assumes the following form

X X ]
7|= W (7.1)
y u

D,, takes into account the presence of high frequency noise on measures, and dually
D,, for high frequency weights of the control activity. D,, may or may not be present

according to the problem. For simplicity, in the first part of this chapter we will consider
the simplifying assumption D,, =0
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X X
7|= W (7.2)
y u

leaving the general case to a concluding section.

Moreover, imposing that each measure is affected by an independent noise and each
control receives separately control activity specifications, we require that the extended
system satisfies also the following conditions

aoyfe, ou]=lo en)| 2 foy = | 3
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If these conditions are not originally satisfied from the extended system of the desired
problem, proper transformations on inputs and measures vectors can be found that bring
to (7.3).

The objective of the problem is the design of a controller closing the loop from y to u
that guarantees an upper bound to the norm of the extended system disturbances objec-
tives w-z in closed loop. As the gains of the weights can be arbitrarily chosen from the
designer, by properly selecting these gains, conventionally the bound that indicates re-
quirement satisfactions is always assumed equal to one.

7.3 Two prototypes of control

We have seen that state observer and state feedback play an important role in the design
of a control.

We endorse this two steps design procedure. In our interpretation, the observer defines
the black box model which input is the control input, the disturbance is observer output
reconstruction error, the objectives are the observer estimated objectives and the states
are directly available for closing the loop. This model, under certain conditions is
equivalent, from the point of view of control performances, to the original system.

The design of the control of this black box model, using state feedback, fixes a reference
for the behavior we desire from our closed loop system. The observer, from which the
black box model was generated, guarantees, with its performances, that the controlled
system actually tracks this reference.

Hence, before approaching the complete problem to design an output feedback control
we study preliminarily the two sub-problems that compose it offering two dual interpre-
tations of the liaisons between them.

7.3.1 State feedback

The most simple case of control, and certainly the most effective, from the point of view
of reachable performances, is when all external disturbances and all states are perfectly
known. This problem is called in the literature control with total information, and the
extended system that represents it assumes the following special form:
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(7.4)

We have already seen in chapter 4 conditions to guarantee stability and impose closed
loop poles by state feedback

u=-Hx. (7.5)

In the design phase, along with stability, we ask to the control to satisfy specifications
expressed by the value assumed by the closed loop norm of the operator w-z.

It is well documented in any text of optimum control that with perfect knowledge of all
states and with performances measured by a square norm of the closed loop operator the
best control is an algebraic feedback from the states. Moreover, this performance can be
improved by adding to the control an algebraic function of the disturbances only if these
disturbances are directly present in the objectives, i.e. D, #0.

Let recall from chapter (7.5) that the closed loop operator with a feedback of the type
(7.5) assumes the following form

S = A-B,H Bl_'EN (7.6)
C,-D,H| O

We note that the design parameter H is present in the matrices that form the observabil-
ity gramian of the closed loop operator. We already know that this gramian plays a fun-
damental role either to minimize the H , norm of the operator (7.6), or to guarantee an

upper bound of the H ., norm of the same operator, indicated here as

HGW-.Z (S)Hmj < yc '

7.3.2 Output estimation

The second problem of interest is called output estimation. It is dual of the previous one
and is formulated, again, as a control problem with an extended system with the follow-
ing special form, where matrix D,, is the identity:

X X ]
7= W (7.7)
y u

Interpretation of this problem, already introduced in chapter 4, is the following: y are the
measure on the process, —C,x is an unmeasurable system output we want to estimate

and u is its estimate we want to design, with the objective to guarantee a small estima-
tion error z =C,x+u. The presence of the signal u in input to the process through the
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matrix B, is a slight generalization with respect to the classical state estimation prob-

lem, that doesn’t modifies significantly standard results!3.
The solution of the problem is the classical state estimator

X %1
ul= 6, 6=y7 (7.8)
y u
with a filter that generates u from y of the form
{A‘Bzcé‘ KG, ';7@ (7.9)
!
obtained performing the proper substitutions in (7.8), and error model given by
¢ | [A-KC, | B,-KD, .
, = ¢, 5 EE . (7.10)
R w
ey Cz D21

In particular, from (7.10) the operator between disturbances and estimation error is

R e

z C, w

If you compare the dual of the operator (7.11) with (7.6) you see that the two problems
of state estimation and state feedback are perfectly dual. Remembering that H , and

H ., norms of a dynamical operator and of its transpose are identical, techniques of

design, with the objective to minimize or guarantee an upper bound of the closed loop
operator are the same in the two cases.

The design requires to compute a feedback K for the observer which minimizes the norm
of the operator (7.11).

The same considerations exposed for state feedback apply here. A central role is played
by the controllability gramian of the closed loop operator.

If we assume as a measure of performance the H , norm of the closed loop operator we

indicate the guaranteed bound as
HGwﬁz (S)Hoo < yo !

analogously to what done for the control.

13 If in the model B, =0 the result is exactly the classical case.
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7.3.3 Performance of observer and state feedback

We approach the problem to find observer or state feedback that guarantee a bound on
the closed loop disturbance - objective operator norm.

The two problems are equivalent involving one the observability the other the controlla-
bility gramian. It is sufficient to develop the solution for one of the problems and ap-
proach the other transposing the operator. Here, for simplicity, we develop the state
feedback.

We have seen in chapter 3 that the key point to solve the problem is given by the ob-
servability gramian, and the next one is a preliminary result we will exploit later.

State feedback minimizing |G, , (s)),

We adopt to evaluate performances the H , norm of the closed loop w-z operator. The

solution of the problem is already contained in section 3.2.2 of the chapter 3. The prob-
lem is solved minimizing the observability gramian of the closed loop operator (7.6).
The observability pair involved is

(A-B,H,C,-D,H) (7.12)
The value that reaches the minimum is
H =-(D},C, +B,X) (7.13)
with observability gramian X
(A-B,H) X + X (A-B,H)+(C, - D,H) (C, - D,H)=0. (7.14)

Note that the solution (7.13) applies to a condition a little more general than (7.3), i.e.
D,,C, # 0. If the simplifying condition (7.3) is verified, with D;,C, =0, (7.13) simpli-
fies to

H =-B,X (7.15)

Previous results are interesting as they show that the aim of the control is to make the
state space driven by disturbances unobservable from the objectives, or dually for the
observer, the state space of the observer error uncontrollable from disturbances.

H , is, however, scarcely useful to represent the relationship existing between the norm
of disturbances and objectives in closed loop and hence control specifications. A second
result, more interesting, is to find H that guarantees an upper bound for the H ., norm.

It is discussed in the next section.

State feedback guaranteeing [G,, ,(s)|. <V,

Let approach the problem to determine the feedback that guarantees an upper bound of
the H ,, norm of the operator G, , (s) - The following result is available
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Corollary 7.2 Proportional state feedback with guaranteed H

If a value H exists that guarantees the upper bound HGwaz(S)Hm <y, then the
following Lyapunov equation has a solution
(A-B,H) X +X(A~B,H)+ LRL+(C, D H) (€. -DH)=0  (7.4¢)
with
H=-B,X and L=y’B/X (7.17)
This result is obtained from theorems 3.2 e 3.3 adding the simplifying assumption
(7.3).

From theorem 3.314 of the chapter 3 we know that for any value of H guaranteeing as-
ymptotic stability (the system has, hence, finite H ,, norm), there exists a value of y_ so

that is verified |G, ,(s)|_ <, . For this value the following observability pair exists
(A_BZH[CI—DHHT\ (7.18)
y.L
with gramian X
(A=B,H) X + X(A-B,H)+(C, -D,H) (C,~D,H)+y’L'L=0  (7.19)
and L linked to X from the relationship
L=y, ’B/X . (7.20)

Moreover, with this value of L the disturbance signal built as w” = Lx maximizes the
difference HZDH -y q&WDH <0 bringing it close to zero. Hence the norm of the objective
2 ¢ 2

z" is close to the upper bound guaranteed by the operator norm HZDHZ =[G, ). q&WDHZ.

For this reason the signal w" is called the disturbance in the worst conditions?®.
Integrating the two iterative procedures contained in the theorems 3.4 and 3.3, in the
search for a solution we can use the results of the previous section to find the feedback
H that minimizes the gramian X of the observability pair (7.18), in the presence of the
worst disturbance w.

Interpretation of previous result is the following: the feedback H exists and guarantees

14 you will note differences between the formulas of the indicated theorem and the present ones. These
differences are simply the consequence of the simplified assumptions introduced by (7.3)

5 reality inequality is close but non coincident with the limit, so the disturbance is not properly the worst
one. It is possible, however, to create a sequence of disturbances with the inequality that reaches asymptoti-
cally the limit, assigning to Y. asequence of values approaching monotonically the value of the norm of the

operator.
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1G], < V.

if and only if the minimization process has a solution.
However, if there exists a solution, the actual value of the norm found will be in general
lower than . .

We are not able to minimize y_, however, once a solution has been found the process
can be repeated for a smaller value of y to verify if better performances exists.

Viceversa, if no solution is found no feedback H exists that reaches the proposed bound,
and it is necessary to increase the value of y, .

Figure 7.5 shows a block diagram representing the situation of a feedback in the worst
disturbance condition:

p YW
> A —
W w
—0) B, X,
+ A4 l 7
u +
| B, 7 o C,-D,H |— &

|
T
A

Fig. 7.5 Interpretation of the gramian of the closed loop system

Let note that the model (7.6) in the neighbor of the worst disturbance behaves with a
dynamics given by

- +
s = A-B,H +B,L ‘ Bl—IE\W (7.21)
Cl _D12H ‘ 0

Conclusions

The design of a state feedback based on H , or H ,, norms of the disturbance-objective
operator are conceptually very similar. In both cases the problem is solved minimizing
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an observability gramian of the closed loop system. In the first case the gramian is de-
fined by the pair

(A-B,H,C,-D,H) (7.22)
in the second case by
(A_BZH[Cl—DHH“ (7.23)
voL

While in the first case the choice of the control is independent from disturbances and
offers the minimum of the H , operator norm, in the second case, the result is a function

of disturbances in the worst conditions, and the result guarantees an upper bound of the
H ., norm of the operator.

7.3.4 Design examples

Approaching isolate examples of state feedback or observer design is very instructive,
even if they offer only partial solutions, to understand the problems posed by the feed-
back. For this reason we consider here the two dual cases: input noises with state feed-
back and measure noise with objective estimation.

Reducing sensitivity of input disturbance has a cost in term of control activity

The first aspect to consider when a state feedback, in the presence of input disturbances,
is being designed is the compromise between control activity and disturbance sensitivity
reduction. The cost to pay for the former grows as the performance is improved for the
latter, On the main time the feedback gain, and the response speed grow

Example 7.1 Airplane longitudinal attitude control — reduction of effect of dis-
turbances

Let consider the model of the attitude control of an airplane contained in the fol-
lowing figure
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Aerea

Fig. 7.6 Longitudinal attitude control of an aircraft

w,, w, are disturbances introduced by the control and by the air turbulence, mod-

eled as white noise, the control u, is the angular position of the elevator and z is
the attitude angle of the aircraft, with respect to horizon, finally, y is the measure
of the attitude angle affected by noise. In this example y is not used as we per-
form a simple state feedback.

The block diagram can be found in the directory of the examples of the pro-
gramming environment with the name of this chapter. It can be open with the
G++ editor.

As an initial experiment we try to assign the following pair of closed loop poles:
(-0.126 +0.993). Feedback gains are (0.00131629 0.0513771). Output and

control, when disturbances are a white noise with unit variance are plotted in the
next figure (output in black, and control in blue colors)
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Fig. 7.7 Responses of output and control to input white noise 1

The P norm of the power spectra of the output and of the control are respectively
1 and 0.05. The feedback in these conditions is very light, the effect of distur-
bances on the output is relevant, reciprocally the control activity is small.

Starting from this feedback value, let try now to reduce the observability gramian
of the closed loop of the extended system 7.6 using the procedure described in
chapter 3. With the weights adopted in 7.6, if HGeqH2 <1 is achieved, we will have

HZHP <0.5 and HZqu < 2. Already at the first iteration performances are those of

the next figure
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Fig. 7.8 Responses of output and control to input white noise 2
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with P norm values of output and control, respectively, 0.15 and 3.
At convergence of the iterations we reach HG qH <1, with a feedback
edli2
H=(124 41), A=(-37-0.6) (7.24)

The P norms of output and control assume the values of 0.4 and 1.41.
The H ,, norm of the extended system in closed loop, that in this example has

not specific interest1® | assumes the value of 0.7 and the resulting transfer func-
tions disturbance/output-control are represented in the following figure

| i - il

-H

Fig. 7.9 Transfer functions between disturbances and output or control

Example 7.2 Attitude control — reference tracking

The model is identical to the previous example. We want to control now the re-
sponse of the system in the transient to a reference signal. The reference signal
has a limited band and it is specified as the output of the following second order

filter
0 1 0]
G, =|-0.01 -0.177|0.01 (7.25)
1 0 |

The new extended system representing the problem is in figure 7.10

18 | ot see the exercise 1 of chapter 3.
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Fig. 7.10 Extended system with requirements on the reference tracking error

To guarantee a steady state error equal zero for the tracking error it is weighted
by an integrator as objective.

The best achievable performance simply minimizing the H , norm are not com-
pletely satisfactory (the corresponding H ., norm is 5).
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Fig. 7.11 Response to a filtered step - H ,
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A far better result is obtained reducing the upper bound of the H , norm, that
can reach value 1. This example shows how in general H ., norm is more ade-
quate thanH , norm as a measure of performances.
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Fig. 7.12 Response to a filtered step- H ,

It is interesting to ask the reasons for the anomaly in the response at the begin-
ning of the transient. In 4.10 a clear delay is observed, in 4.10 the transient start
in the opposite direction with respect to the steady state. Responsible for the
phenomenon, well known in the tradition of servomechanisms (page. 157 of [4]),
is the zero in the right half plane present in the longitudinal attitude control.

If the reference signal is available in advance a better response could have been
obtained using a pre-action. We will discuss this topic in a specific section.

The resulting controller is composed of two parts: a plant state feedback and a
dynamic filter in input to the reference, in a control structure resembling two de-
gree of freedom of figure 4.10. This means, with a state variable interpretation,
that for a correct control the reference signal alone is not sufficient, but are
needed, as well, all states of its dynamics.

Note 7.1 Design technique

When the observability gramian is used as measure of the performances (H , or
H ., norms of the closed loop system) we suggest in the first design experiments

to assign small weights to the control activity, increasing them up to the limit of
the desired requirements for the other specifications. It is not rare that these ex-
periment will help to show inconsistency in the specifications.
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However, adopting too small weights for the control activity, along with high
signal value for the control, has the tendency to open unrealistically the band of
the closed loop system.

The selection of measures, and level of noise influence the estimation

Approaching the estimation problem we have to remember that it is the perfectly dual of
the previous state feedback control problem. The example, we consider, is still the atti-
tude control in a transient due to reference tracking where we want to estimate the ob-
jectives.

Example 7.3 Attitude control in the transient — estimation of the objectives

The extended system of figure 4.10 is completed by adding measures.

aareaConRifarimento nwr

.

w; L
| —CO—]
Gr }—>| r . Int =

S

Fig. 7.13 Measures for the estimation in an attitude control problem

Along with the measures of the process output information of the reference signal
is available: the reference itself, its states and w, the signal that generate the ref-

erence. The noise gains represents the relative intensity with respect to the signal
on which they are applied. As the reference is synthesized inside the controller all
states associated to it are perfectly known. The presence of noises on the meas-
ured reference is an algebraic necessity required from the gramian minimiza-
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tionl7, but also they can be considered numerical quatisation errors introduced by
the digital filters that will implement these signals.

On this extended system we will perform a number of design experiments using
different measurments. We start from the only measures of output, and reference.
For each experiment the first row of the next table shows the results obtained by
minimizing the H , norm, and the second minimizing the bound guaranteed by

the H , norm:

H, H.
Reference alone 1.19 1.43

2.04 1.07
Reference and its states 0.96 1.1

1.91 0.78
Reference generator, states and ref- | 0.03 0.14
erence

0.04 0.13
Generator alone 0.03 0.18

Reduction of the H ., norm has as a consequence worsening of the H , norm

with respect to its optimum value, however this is understandable.

The table shows that is important to use the reference generator.

This example has two relevant aspects to be mentioned:

1. The extended system is not detectable. In fact, in order to guarantee zero
steady state estimation error, the weight on the estimation error contains an
integrator.

This situation is treated with a technique recently proposed by Mita and alt.
[5] that introduces the notion of “comprehensive stability”: according to this
notion the design is performed using the only detectable subsystem and
guaranteeing in the closed loop estimation error operator the presence of a
zero that approximately cancels the unstable pole introduced by the require-
ments. The problem will be discussed in more details in the chapter devoted
to design techniques.
As an example, using only the reference generator signal the transfer func-
tion of the error operator is
_0.218162(s* +0.00963515s + 0.000109297)(s + 0.0714633)

"t g(s? +0.177s +0.01)(s + 0.442596)(s* +1.58184s + 2.32367)
The pole in zero is approximately cancelled by one of the two zeros at very
low frequency, the second zero ensure, again approximately, zero gain at
steady state.

2. Not all dynamics of the extended system have input noise. As a consequence
the dynamic components without disturbances (in this example the dynamics
of the aircraft) are not modified by the feedback introduced by the observer.

17 By duality these noise represent objectives on the control discussed in the previous note.
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As a limiting case, measuring only the reference generator, the dynamics of
the reference is not observable, the dynamics of the aircraft is not affected by
noise, as conclusion the estimator degenerates in an open loop system as
none of the model dynamics is modified by the feedback.

In this special case there are not negative consequences, as the process is as-
ymptotically stable. In general is convenient to add input noise; it becomes
mandatory when unstable poles of the model are not influenced by observer
or state feedback.

In fact, as general rule to guarantee internal stability of the controlled system
the whole controllable subspace must be affected by input disturbances and
the whole observable subspace must have noises on the measures.

7.4 Output feedback

Finally, we approach the interesting case of control with feedback from system outputs.
We continue to adopt the extended model (7.2) with the simplifying condition (7.3).

7.4.1 Minimizing the H , norm

We recall the decomposition observer-state feedback introduced in chapter 4. The state
observer for estimating the objectives is given by

(7.26)

<> N> X0

with § =y-§, & =z-2.From this observer the black box model of the system is

derived as
X X L]
2|=G, 08, |= 6, (7.27)
y u u

Let note that the estimated objectives are the new objectives, and the output reconstruc-
tion error plays the role of external disturbance.
The estimation error of the objectives z, originated by the disturbances w is given by the

operator
e*L A-KC, | Bl—KDﬂ—‘ &1 (7.28)
€, c, | 0 w

A feedback from the estimated states in model (7.27) results in
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ﬂ_ A-B,H K—‘ %7 (7.29)
;' |c,-p,H|0'[é

A reasonable approach to the design is to select the observer that guarantees small esti-
mation error of the objectives, e.g. minimizing the H , norm of the error operator (7.28),

then, assumed (7.27) as a black box model of the process, considering output recon-

struction errors é, as independent disturbances, and the estimated objectives as new

objectives, design autonomously the feedback from the estimated states minimizing the
norm of the closed loop disturbances-objectives operator (7.29).

The design is very simple, as these two operations require to minimize controllability
and observability gramians of the respective closed loop operators, independently.

If we adopt a dual vision, and invert the sequence designing the feedback first, and then
the observer the result will be identical, as it carries to the minimization of the same
gramians.

It will be no surprise discover that these two separate operations minimize, as final re-
sult, the H , norm of the closed loop operator disturbance-objectives

A-B,H KC, KD,, |
_ (7.30)
z= 0 A-KC, | B,—KD,, [
C,-D,H C, ‘ 0

This is the well know result of the separation theorem in the optimum LQG control!8.

[2].

The resulting control is sometime satisfactory. We know, however, that the H , norm

doesn’t offer a direct link between the norms of input disturbances and output objec-
tives, hence doesn’t help to satisfy any precise requirement, nothing to say of guaran-
teeing robust stability.

A certainly better approach is to design the control that guarantees an upper bound of
the H ., norm of the closed loop operator discussed before. This will be done in the

next section.

7.4.2 Guaranteed H ., norm in the sequence observer-state feedback

We show in this section how to integrate the two problems of estimation and state feed-
back in order to guarantee a bound of the H _, norm of the closed loop operator with

output feedback.
We have introduced the black box model as a substitute of the original system. How-
ever this substitution is useful for the design if the H ., norm of the black box model

using state feedback is a guaranteed bound of the actual performances when this feed-
back will used to implement output feedback on the real plant. Obviously not any ob-

18 | inear Model, Quadratic performance index, Gaussian noise.
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server is a candidate for the control design. We show in this sections which conditions
are required for the result to be verified, and which interplay between observer and
feedback originates in closing the feedback.

At the basis of the solution of the robust control design there are two intuitions: the first
is obvious, the second has a formal proof found in the texts for specialists to whom the
interested reader is addressed (e.g. [1] o [2]):

1. State observer is the reference point of the design. In fact, the norm bound
HGW~é (s)H <y, for the error, adopted in estimating the objectives with an ob-
server, represents the best result we may expect to obtain for the performances of
the output feedback control — “control performances cannot be better than the
error performance in estimating the objectives .

2. The second intuition is that the black box model adopted for designing state

feedback, cannot be any, but it must result from the best observer in the presence
of disturbances in the worst conditions, as computed in the previous sections.

These two intuitions integrate each other in the principal result of this section, that we
present in the form of a theorem.

Theorem 7.2 Output feedback with guaranteed performance of the H , norm

If the best objective estimator, designed in the worst disturbance conditions for a
given bound HGW~é (s)H <y, exists, and a state feedback on the black box

model obtained from this estimator exists with control performance
‘Gé f(S)H <y, then, the output feedback control obtained integrating estima-
vy~ o

tor and state feedback, guarantees internal stability, and performances given by

G, ). < Ve
if and only if the condition y, <, is verified.

In conclusion, the black box model offers guaranteed performances for the original
process only if it derived from a specific class of observers, and the black box model in
closed loop has a norm that outperforms the error of estimating the objectives.

We offer in the following a trace of demonstration of the previous result.

Consider the output estimator (7.26) with an estimation error given by (7.28), seen in the
previous section. Assume to select the best estimator in the worst disturbance conditions
as result from testing a guaranteed upper bound for the H , norm. A simple analysis,

conducted exploiting duality, from the results of figure 7.5 and from equation (7.21),
shows that the worst conditions are reached when disturbances satisfy the condition

(B,—~KD,,)W’'=L§, = LCé- (7.31)
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In fact, any perturbation with respect to this value, will give an estimation error

é]: A-KC, +LC, | Bl—KDZl-| é] (7.32)
8, C, |0 W

which is exactly the dual of 7.5.
Hence, the (7.32) represents the estimation error for disturbances in the neighbor of their
worst conditions. In this neighbor, the black box model can be written as

; %1
X ~
X 8 (7.33)
7|= y
- u
y A
é

Let consider that in (7.33), while 6 =y-9 is built through the measure vy, effectively

available, g =z -7, depends on z that is, not available, and hence we assign z =0. The
observer in this situation modifies to the following form

5 %]

X A |K B, p (7.34)
i|=|c, [0 D, v

gl lc,lo o :

substituting in the right hand side of the equation (7.34) to 7 its value: 7=C %+D,u, the
model becomes

X 21
N . (7.35)
il= é,
§y u
with A= A+LC,, B, =B, +LD,,, Or also, expressing explicitly the output
i X A 7.36
7|=G,[8, |= é, (7.38)
y u u

This is the black box model with guaranteed performances with respect to the process to
assume for the control design.

The error model obtained by difference between the extended system and the observer
(7.34) is

A-KC, | B,-KD,, -L]|[€]
C, 0 I [0w
CZ D21 0

(7.37)

D N D
I
i
|
N S
R
I

N>
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We can approach, now, the second step of the design, closing the state feedback on the

model (7.36).
Let u=-Hx be the control law, the closed loop of (7.36) results in

x—‘ [ A-B,H K—| %1
z C,-D,H |0 éy
and the filter to close the output feedback is

VL{AHQ—KCZ—BZH | K_|
Yo H K

3
y

The block diagram representing the complete result is show in the next figure

z w
~ Gl
€y
7 w
— «— le——
5 = System
l—— y < u
GZ <
u
X
» Control
-H

Fig. 7.14 Decomposition observer-feedback

(7.38)

(7.39)

From previous considerations we can state the two steps characterizing the design proc-

€ss:

1. In the first step, for a given  , the feedback K of an optimum observer in the
worst disturbance condition is determined. If a solution exists, j_represents an

guaranteed upper bound of the norm of the operator disturbances-objective esti-
mation errors. For this observer the matrix L corresponds to the worst distur-

bances. With K and L the black box model for feedback design is built;

2. H, the feedback from the estimated states, is computed in the second step solving
a state feedback problem, assuming as new disturbances the measure reconstruc-
tion errors, and as new objectives the objective estimates. The feedback design

results in a closed loop operator 8, -1 with a norm bounded by .

3. if y <y, the control law with guaranteed bound j, has been found, otherwise a
greater value to j has to be assigned and the observer - feedback design re-
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peated. A solution always exists when . « if observability with respect to C,
and controllability with respect to B, of the model dynamics are satisfied: it
means the optimum H , norm control.

7.4.3 Guaranteed bound of the H ., norm in the sequence control-observer

Even if previous development process of the control is our preferred one, it is very in-
structive to approach the output control problem in dual form.
The design process modifies in the following way:

1. The state feedback, assuming all states measurable without noise, represents the

reference point of the design. In fact the bound of the norm [G,, ,(s)|_ < ), as-

sumed for the objective operator is certainly the best achievable results that we
can expect from an output feedback with uncompleted and noisy information —
“performances with output feedback cannot be better than those guaranteed with
state feedback ”.

2. The return signal for closing the loop has to be estimated as the output of the best
state feedback in the presence of their worst disturbances.

These two assumptions integrate each other in the principal result of this section, that we
present in the form of a theorem (dual of the previous one).

Theorem 7.3 Output control with guaranteed H ., norm performances (dual)

If the best state feedback in the presence of the worst disturbances for a guaran-
teed bound |G, ,(s)|, <, exists, and an estimator of the return signal from this

feedback guarantees estimation error norm ‘

Gy, (S)Hw <y, then, the output

feedback obtained integrating the two results guarantees internal stability to the
loop and final performances

Gu )., sV
if and only if the condition \ </ is satisfied.

We give a trace of demonstration of the previous result.

In the state feedback case objectives are given by (7.6), with H the optimum feedback
guaranteeing an upper bound of the closed loop operator norm in the presence of distur-
bance in the worst conditions w”=Lx. Actually, the control u is obtained by a state
estimate y=-y, ¥ =HX u= ~Hx+é, with 8, =Hé and é=x-%,, and distur-
bances, not necessarily in the worst conditions, can be expressed as w=Lx+w, with W
an arbitrary perturbation. In these conditions objectives and w are given by a state feed-
back of the extended system
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A-B,H |B, B,

z| —lw w
~-‘ =G [, —| =|C=DpH | 0 Dy, O, —| (7.40)
W e, e,
' -L I 0 '
while é, and y result from the following model
. - | A _
e gl |4 4
y u — u

C

N

with A=A+BL, C,=C,+D,L.
The block diagram representing the feedback system with control obtained from an
estimate of the loop return signal is represented by the following figure 7.15

z w
«— _ [
— G
~ w — — [—
e, = System
— y < u
y Gz < u
*» Control
> Estimator

Fig. 7.15 Decomposition control-estimator

Let note, observing figure 7.15, that when w is in the worst conditions the signal w is
identically zero, as well as é, (selecting the initial conditions of the observer zero),

hence the norm of the objectives is the closest to the bound HZH2 < VCHWH2

The loop return signal y_, however, is not available; we implement now its estimator. In

the worst disturbance conditions it is reasonable to introduce in the model an estimate of
the disturbance in the worst conditions W, using w= L%, L determined in the first step.
The model can be rewritten as:

(7.42)

(= )

D>
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or also
X 1 2
j, = y (7439
y e,

The estimation error, obtained from the difference between (7.41) and (7.43), observing
also that éy =y-y=C,é, +D,W assumes the following form

é, | _[A-KC, Bl—KDﬂW €| (7.44)
. s

H 0 w

This result is nothing but the solution of the output estimation problem (7.11) seen in
section 7.3.2 applied to (7.41).

The original problem of control is reduced to a problem of estimation of the return sig-
nal with the objective to minimize the estimation error éyr .

There exists a similarity with (4.71) In chapter 4, the model here has, however, a few
significant differences due to the presence of the disturbance in the worst conditions.

Let the observer guarantee a H , norm of the error operator (7.44) ‘Gwﬁéy, (S)Hm <y

The resulting controller, obtained with proper substitutions in (7.42), is

[A)?(-‘{A—KCZ—BZH | Kkﬁﬂ (7.45)

H o'y

From previous results the steps for designing the control are the following:

1. In the first step the best state feedback H for a guaranteed norm bound ). is

computed (7.4). In this condition the worst disturbance is related to the matrix L;
2. K, the estimator feedback, is computed, in turn, estimating the loop return signal
(7.41). Let be the resulting operator norm of the estimation error W 8,

bounded by /.

3. If y; <y, the objective to design a controller guaranteeing |G,, ,(s)|_ <, has
been achieved, otherwise a greater value of )/ must be proposed and the design
process repeated.

This result is the dual of the one obtained solving the problem (7.35).

We note that the resulting filters, as well as the feedback matrices L, H and K are not
identical in the two cases, performances however are identical. The solution if the prob-
lem, in fact, is not unique, but this fact was already known.
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7.4.4 Conclusions

We have solved the problem to design a control with a guaranteed closed loop norm
following two dual approaches. These are equivalent, being obtained by adopting the
extended system or its transpose.

We have seen that the problem to guarantee a bound of the H ,, norm, similarly to the

H , norm case, is approached by solving two problems in sequence: state estimation and

state feedback. Solved the first problem, we obtain an abstract representation of process,
uncertainties and objectives, we called black box model, that under certain conditions is
equivalent in term of norm to the original one.

There exists, however, a substantial difference between the two approaches H, and

H ., and this difference is evidenced comparing figures 7.14 and 7.15 with 4.18 and

4.19. While in the first case a separation exists, either in the design and in the resulting
closed loop dynamics, between feedback and observer, in the second case the two prob-
lems are interdependent and the dynamics of the controlled system is not any more the
union of the dynamics of feedback and observer resulting from the design.

7.5 The black box model

We clarify the idea to substitute to the original extended system an abstract representa-
tion with guaranteed performance to simplify the design of the feedback. The decompo-
sitions in figures 7.14 and 7.15 offer two dual interpretations of this idea.

In first interpretation the best estimators of the objectives evaluated by the estimation
error Hész given by (7.36) is the black box model, as shown in the next figure

W z r g
u ES :": €y 3 ;O—» A 5
Yy + u M ) g,
ﬂx — ~ — —
Jvl X y —p M —
H ’ 4
X
'y

Fig. 7.16 Black box model

The control structure results from the design of the state feedback of the model
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é, .
w y y y
— r u M SO
1) d
G, Y, ) X
Y.

Fig. 7.17 Black box model in closed loop

In the second interpretation expression (7.41) offers a dual interpretation.

Wt w Y, = Hx ‘+ éy,
Y__ B _Ci’ 7 :Q—>~ R
u Yy 4+ M . w &y,
[ I e A L me
L u y

Fig. 7.18 Dual interpretation of the black box model

The state feedback return signal from the extended system is the unmeasurable output
we want to estimate. In conclusion the control structure is similar to the one of figure
7.17 but the two steps, estimation and control, have been interchanged.

7.6 Disturbances directly present on the objectives D,; #0

Before approaching sample data systems we briefly consider the case where matrix D,

is different from zero and disturbances are known.
If disturbances are directly present on the objectives (D,, #0), and are measurable,

such as in the direct disturbance compensation case, performances are improved by
adding to state feedback a term function of disturbances.
The new control law has the following form.

u=-Hx—H,w (7.46)

The extended system is the following
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.

i

ﬂ X (7.47)

X A | B
zlz C, | D, D, |w withcondition a)D;,D,=1¢€ b)D,D, =1
y C,|D

2 21 0 u

where we indicate also
B=[B, B,JeD, =[D, D, (7.48)
The closed loop system, is in these conditions
m:{ A-B,H | B,-BH, Wx} (7.49)
z! |C,-D,H | D, -D,H, ' [w
It has been proven that to guarantee a bound to the H , norm of this operator the output

signal (z T11W) has to be taken into account for a given matrix T, , and to compute the
gramian the new observability pair

(A— BEH{C“D“H“ (7.50)

T,L

substitutes (7.23).
The observability gramian results from

(A_ B,H )' X+X (A_ BZH)+ (Cl —D,H )'(Cl -D,H )+ L'T1'1T11L =0. (7.5))
where the matrices H,H_,T, eL are linked by the following relationships
H =D[,C, +B;X
H, = D1’2D11 (7'52)

Tl = Vil - D1'1(| - D1'2D12)D1'1
L= T111T1IT [I - D1’2 D11](D1'C1 + B’X)

7.6.1 Conclusions

Previous result lends themselves to some interesting conclusions.

When D, #0, situation frequently found in the control specifications, no substantial
modifications result in the solution, with the exception of the presence of the matrix T,

in the gramian computation.
The direct contributions from disturbances with gain H  doesn’t affect the feedback

and, as can be seen in (7.52), has the unique scope to minimize the contribution to the
norm of the term D, .
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7.7 Elemental design examples

In this section we replicate with synthesis techniques the same examples used to intro-
duce the classical design in the frequency domain. It will be interesting verify that,
starting from identical specifications, in the new results will be present the elements
similar to those used by classical approaches such as lead, lag filters and so on.

Example 7.4 Lag filter to guarantee error zero to tracking a ramp

The problem is the one proposed in the example 6.6 and approaches the require-
ments of the sensitivity function at low frequency. The model is given by

400

()= s(s+24) "

We impose a closed loop behavior, with unitary feedback, represented by the
transfer function

2
—————, (=06 w,=20, (7.53)
S + 20w, s +wy

W
Geqdes (S) =

with tracking error zero to the ramp.
To satisfy these two requirements, adopting an extended system of the type of
figure 7.2 where G, =W, , an output weighting function

(s+0.1667) (s + 24s + 404.1)
s2(s+24.17)

W, (s) =

is selected, with the following arguments. To guarantee (7.53) a sensitivity
S(S) =1- Geqdes (S)
is needed. Moreover, to satisfy steady state specifications, a second zero in the

origin is required. W,(s) is the reciprocal of this sensitivity.

Completing the specifications with some measurement noise and a weight on the
control activity to avoid singularity, the final extended system is the following

-24.2 8
8
! (7.54)

z"_ 1 w]
{y - -24 400 Eﬁu

~413-4 638 105 1 1

0.1
|-4.13e-4 638 1.05 1 1 1e-3
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Applying the design process, the reachable performance is y =1, and the result-
ing compensator

_184.7332(s +0.1779) (s + 24) (s +105)
s(s+24.17) (s° + 204.75 +1.94e004)

G, (s)

Let note that, ignoring zeros and poles at high frequencies, that have scarce roles
in the compensation the filter is very similar to the one design in the previous
chapter

s+0.165

Ge(8) = —

Example 7.5 Lead filter to guarantee loop stability margins

This problem has been considered in the example 6.8, it takes into account a re-
quirement on the stability margin. The open loop system is given by

400
G(S) = YL
s° (s+24)
and the weight on performance
a4 2 32
' s?+55+6.25

This function answers to two objectives: to define the band of the sensitivity
function, and its behavior at steady state, and to impose a margin of stability by
constraining the maximum absolute value below 2.

The extended system is

1
1
1

21_ . . (7.55)
{y - -24 400 Eﬁu

313 25 1 05

0.1
313 25 1 05 1le-3

The reachable bound of the closed loop operator norm value is y =1.
The compensator resulting from the synthesis is

6 ()= 98.1958(s+1.091) (s +24)
7 (s+29.55) (s? +22.395 + 377)
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Ignoring, again, higher frequency dynamics, that have no influence in the com-
pensation, the filter has a lead behavior equivalent to the one built by trials and
errors

_8(s+3)
S+24

G, (8)

In the next figure the sensitivity functions (S, from synthesis, S, from classical
design) are compared with w, ™

Siguiar veuues

T T
RN ATl
RN ATl

o
= [RRa Lo [
3 Ly
= S FTIT BRI [
<
> 2 LI Lo [
Eow )
R
E T o Lo [
& LEITT [ Lo [
sl A 1 FLL 0 )
LEITT [ Lo [
LEITT [ Lo [
1 Ly Ay A o Y M AT
LEITT [ Lo [
LEITT [ Lo [
120 LU Lol Lol Lol
10 10° 10 10

Frequency (rad/sec)

Fig. 7.19 Comparisons between performances of two compensators

Example 7.6 Notch filter to guarantee robust stability

We add to the requirements of the previous example uncertainty represented by
ignoring parasitic dynamics described by multiplicative uncertainty with weight
WZ

400[225 400 (1 +

sz = > = 3 WZA), W2_ S(S+2)
s°(s+24)(s” +2s+225) s(s+24)

T s2 4254225

The new extended model is described in figure 7.20, similar in principle to the
prototype 7.3, with weights transferred from disturbances to objectives. The rea-
sons for that will be cleared later.
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Iz

Fig. 7.20 Performance, and robust stability

The extended system is the following

1
1 11
1
—225 -2 1
1
M :
y 24 400
313 25 05 05 05
225 1
0.01
I 1 1 1 0001

w]

(7.56)

With the proposed system the design reaches a guaranteed bound y =1, if a
structuring approach as (5.33) is adopted, hence robust performances are guar-

anteed.
The compensation filter is

2598.7255(s + 24) (s +1.137) (5% + 25+ 225)

G.(s) =

" (s+71.59) (s +10.395+321.8) (s + 58.65+ 2597)

With the cautions of eliminating some high frequency dynamics, the synthesized
compensator has similar behavior of the classical one. In particular are recogniz-
able lead action and notch filter. The frequency plots of the two filters are com-

pared in the next figure.
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synthesis

classical

Singular Values (dB)

10 10¢ 10 0 10°

Frequency (rad/sec)

Fig. 7.21 Comparison of two filters

It is useful to compare the indices of robust performances WS\*Mz BBeql‘ in the
two cases.

10

H‘M CUm
frh 1l

I} classical ]

T i

20k 1
THETTT Lo /
THETTT [ R
THETTT [l
gt e T
10? 10" 10

Fig. 7.22 Comparison of robust performance indices

You may note from a closer analysis that the classical design doesn’t satisfy ro-
bust performances, but simply robust stability, at difference from the synthesis
design.

Example 7.7 Two degree of freedom design

The system is the same of example 7.5. We add a requirement on the tracking er-

ror, assigning the desired closed loop transfer function Gy, :



State variable control synthesis

231

eqdes —

0.25

s2+0.65+0.25

Justifications for this choice are contained in the example 7.5.
The block diagram of the extended system is contained in figure 7.4 and the

equations are

1
1
1
-0.25 -06 0.125
1
z—‘_ 1
{y h -24 400
313 25 1 05
-625 -5 2 -2 -1
0.1
313 25 1 05 0.001
I 05 0.0001

W]

(7.57)

Completed the design are compared desired and achieved closed loop functions

T T T TTmT T TP 7 PO T 71T
[N A T A A WA T B A R T TR A AT
[N A T A A WA T B A R T TR A AT
L A O A NN T B A N T T A AT
T U~ T OTmT T T T R
T AT N R AT T B A R T TR A AT
s (R TIT R WA PUUIE L LE i
k- RN T e R TTTRE N T B N AT A AT

2 T T A e AR T
E (R I N T NI Gl |G |
s PO NN eqdes
2w oo Classical
5 R RN \
R T R N T A A AT TR B WA N TIN R
T e A T A N NN A R AT [RRRIL
T T TN
S o synthesis

LI Lol Lol L
10 10 10 10 v 10
Frequency (rad/sec)
Fig. 7.23 Ggqqes and comparisons of the results

The control filters in the two cases

210.49 (s +1.13) (s + 24) (s + 0.6 + 0.25)
(s+34.17) (s° + 0.65 + 0.25) (s? + 27.4s + 644.9)
0.62931 (s +12.09) (s + 24) (s + 2.502) (s + 2.498)
(s +34.17) (s° +0.65 + 0.25) (s? + 27.4s + 644.9)

G =

Gy(s) =
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Example 7.8 Two degree of freedom in the presence of uncertainty

We complete previous example introducing the uncertainty of example 7.6. The
block diagram of the extended system is obtained merging the two schemes of
figure 7.20 and 7.4, where the objective z, through the weighting function w;,

through the operator w;, . z,, takes into account for the sensitivity specifica-
tions and, through the operator r —, z,, of the tacking error.
The filters resulting from the design are

3270.3291 (s + 24) (s +1.14) (s* + 0.65 + 0.25) (s? + 25 + 225)
(s +69.94) (s? +0.65 +0.25) (s +11.255 +322.2) (s* +58.885 +3320) (7.59)
12.1087 (s +12.12) (s + 24) (s + 2.665) (s + 2.382) (52 + 25 + 225)
(s +69.94) (s* +0.65 +0.25) (s* +11.255 +322.2) (s +58.88s + 3320)

G.(s) =

Gy(s) =

Let compare compensators in the two cases (7.58) and (7.59)

Singular Values (dB)

without uncertainty
|

Ty T ¥ R N N R
[ R N I R A T AN A
LI Lo LI | Lo LIl
10? 10 10 10 10°

Fig. 7.24 Compensator with and without uncertainty

In the presence of uncertainty a greater lead action is required from the filter to
improve stability margins.

Example 7.9 Aircraft attitude control

The design of an attitude control started a the beginning of this chapter is con-
cluded in this example. The extended system encompasses disturbances on the
dynamics and tracking error. The measure is the attitude angle.
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Fig. 7.25 Extended system of the aircraft longitudinal attitude control

With this model the best achievable value of the Ho norm of the closed loop
operator is 2.5. The step response has not significant differences with respect to
the state feedback case

Hmp Rnpoams
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B5T = e e
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o L Tl k] ‘_:_l-jl _!rl_ﬂl_ :ltl-l-_l dagul ] hl-_l el Epal Gwdai

Fig. 7.26 Step response of output and control

The effect of disturbances is, however, relevant
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Fig. 7.27 Response to disturbances

With power spectra norm of the output error and of control, respectively, 2.5 e
5.4,

It is interesting to show the behavior in frequency of the compensator and of the
loop function.

Fig. 7.28 Transfer functions of compensator and loop
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7.8 Sampled data systems

Sampled data systems doesn’t deserve a special attention, with the exception of a few
peculiarities: in sampled data system the matrix D, is customarily present and pure

delays can be explicitly treated.
Even if the equations are different design techniques and development process of the
continuos case apply very closely also to the discrete case [6]. See also the appendix of

[7].
The extended system is defined similarly to the continuous case
x(k +1) A | B B, [x(k)] (7.60)
z(k) |=|C, | D, D, |0w(k) withtheconditions a)D;,D,, =1 e b)D,D, =1
y(k) C, Dy 0 1 ]uk)
Conditions a) and b) are obtained by properly transforming the input and output vector
spaces.

The basic difference is constituted by the Lyapunov equations to compute gramians that
in the discrete case assume the following form:

X =AXA+C'C
Y = AXA' + BB’

7.8.1 Control with total information

Control

We consider preliminarily results of state feedback. The starting problem is to compute
the state feedback that minimizes the observability gramian of the closed loop system.
The minimum is obtained with a state feedback

u=-Hx (7.61)

The closed loop operator assumes the well know form
A-B,H | B
7= |:42‘71—| W
C,—DpH | Dy
The Lyapunov equation of the observability gramian is

X Z(A_BZH) XO(A_BZH)+(C1_D12H) (Cl—Dle)=0

To minimize the norm of X there exists an iterative algorithm, as for the continuous
case, with H given by

H= (I + B;XoBz)_l(Dllzcl + B;XOA)'
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If, instead of the gramian, we want to minimize the closed loop operator norm HGwaz(Z)Hz

and disturbances are known, a feedforward contribution from disturbances has to be
added to the feedback:

u=-Hx-H,w (7.62)
with
H, = (I + B;xoBz)_l(Dllan + B;xOBl)
The controlled system is now

Z_{A—BZH ‘ Bl—BzHW—|
Cl_Dle ‘ D11_D12Hw

We note that the optimum gramian is not influenced by the presence of the feedforward
term.

Observer
By duality is solved the observer problem. The estimation error operator is:

i A_KCZ ‘ Bl_KD21 —‘ é-| (763)
2 _Cl - chz ‘ D11 - KzD21 w

D>
J—
1

D>

In these conditions the observer assumes the following form:

X %1
NS N (7.64)
Z|= ey
y u
that, expressed directly from the system outputs, becomes
A-KC K B X
: | | [ (7.65)

:C1_chz Kz D12 y
C, 0 0 u

= N ><).I

Guaranteed performances

We approach here the prototype of the state feedback problem guaranteeing a bound of
the H » norm |G, ,(2)[_ < y-

The problem is approached as the minimization of the observability gramian in the worst
disturbance conditions, with control of the form

u=-Hx-H,w (7.66)
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and worst disturbances linear functions of the states
w=Lx (7.67)
The observability gramian satisfies the following Lyapunov equation
X = (A_ BzH) X (A - BzH)+ (Cl - Dle) (Cl - D12H)+ (T11L) (Tnl-) =0

with a certain weighting matrix T, . More precisely the observability pair that defines the
gramian is

C,-D,H
A-B,H 17 DpH )
T,L

where the different matrices are defined as follows

D, vl
R:|:D}:-‘[D11 D12]_|: 0

F r -1 D' ’
F:{ 11:(R+B XB) H f1—|C1+B XA\
F D

2 12

T,T, =1+B, XB,
T, = -[-2'2_1 (Dllz D, *+B; XBl)
T1'1T11 = T2'1T21 + yzl - BIXBl - D1'1 Dy

with final solution given by

7.8.2 Examples

Some of the control examples solved in the continuous case are translated to a sampled
data control system with digital controllers.

Example 7.10 Notch filter with a digital control

This is the sampled data form of example 7.6. A sampling period of 0.1 s is
adopted.

Matrices of the extended system, obtained with a zero order hold reconstructor
from the continuous case are the following
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1 01 0.005 0.005 0.005
1 0.1 01 01
0127 00603 000388 (7.68)
136 000673 0.0603
1 01 000259 0.0402
W: 100379 1.04 EEWT
y 0.0907 152 |
313 25 05 05 05
~225 1
0.01
I 1 1 1 0001

With the proposed model the best achievable bound is y =1.2, hence, robust

performances are not satisfied.
The compensator is

_ -3.7266(z - 2.19) (z - 0.9134) (z - 0.09072) (z* - 0.134z+ 0.8187)
(z+0.1321) (22 +1.3382+0.9131) (z° - 0.4177z+0.6291)

G.(2)

We compare the behavior in frequency of the continuous and discrete compen-
sator, lead action and notch filter are clearly evident.
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Fig. 7.29 Continuous and sampled data compensators

The loop functions are compared on the Nichols graph. Let note that, because of
sampling and the relatively high sampling period, most of the stability margin of
the continuous case has been lost. The reader can repeat the design with a shorter
period to verify that most of the performances of the continuous case can be re-
covered.
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Fig. 7.30 Stability margins of the two loop functions

Indices of robust performances in the two cases are compared in the next figure
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Fig. 7.31 Robust performance indices in the two cases

Example 7.11 Digital attitude control

This example repeats in digital form example 7.9. To select the sampling period
we observe, first, the loop function of the continuous case
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Fig. 7.32 Transfer function of compensator and loop in the continuous case

Based on the frequency analysis of the loop transfer function we select the sam-

pling frequency as Wa —

50 in order to obtain in the discrete case a behavior
comparable with the one of the continuous case, resulting in a sampling period
A =0.05s. The results doesn’t differ substantially from those of figure 7.26.

The anomaly in the response, due to the presence of a plant zero in the right
hand side will be approached with a technique of preview in the sequel. It is in-
teresting to verify how the extended system structure allow flexibly to encom-
passes also this aspect.
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